






































STRUCTURES

Highly tfransmissive
PC cover for Frameless
design.

High lumen SMD chips
efficacy 100im/W and
CRIra>80.

Powerful anfi-corrosion
springs.

Thermal conductive PA
heat-sinker.

Anti-inflammmalble PC
driver case.



FRAMELESS PANEL LIGHTS

Frameless Design

Comfortable Rays

Patented Products

Different Sizes available

Excellent lumen maintenance rate




. FRAMELESS PANEL LIGHT

12

Bl PARAMETERS:

B LIGHTING DISTRIBUTIONS
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ModelNo.: 3.5C01 4CO01 5CO01 6CO1
Power 10w 15W 20W 24W
Dimension ®115XHATmm ®140XHATmm | o1/0XH4Tmm | ®©190XHATmm
Cutout Q5mm 115mm 140mm 155mm
LED Chip 2835SMD
Luminous Efficacy 100Im/W
Beam Angle 120°
CRI Ro>80
CCT 3000K/4000K/6000K
H DIMENSIONS
Cutout o
J
o\\/= =\ (o
z .

-60

-30

60
UNIT.cd
Z_ C0/180,17.4deg
30— CQ0/270,17 Adeg

AVERAGE BEAM AN(%LE(50%) 17.4 DEG



. FRAMELESS PANEL LIGHT
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Bl PARAMETERS:

ModelNo. 3.5501 4501 5501 6S01
Power 10W 15W 20W 24\W
Dimension LTIOWTIOXHA3mm | LI30W130xHA3mm |L160WI160xHA3mm | LIBOWIB0xHA3mm
Cutout 95mm 115mm 140mm 155mm
LED Chip 28355MD
Luminous Efficacy 100Im/W
Beam Angle 120°
CRI Ra>80
CCT 3000K/4000K/6000K
H DIMENSIONS H LIGHTING !QIIBOS'I‘I{IBU’I‘I()NS
Cutout - N
A\ - =
% T - "

-60 ; 60
/ UNITed
> C0/180.12250eg
Law -30 30— C90/27012250eg

AVERAGE BEAM AN(%LE(50%) 1225 DEG —‘3




B RGBW & CCT TUNABLE CEILING LIGHT

24G, IR, Tuya Control

>

Remote Control

New Forecast
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B RGBW, CCT& TUYA TUNABLE PANEL LIGHT

New Forecast

24G, IR, Tuya Conftrol

Remote Control

% EMERGENCY MUSHROOM
. BULBLIGHT

* Tool-free power changeable.

* Emergency tfime customizable.
* Thermal-Electrical Divided.
* Dia. 60mm/75mm/Q0mm.

e Less stock pressure,

15



N 1®

REALWAY LIMITED (HONGKONG)
ZHONGSHAN WETECH ELECTRONICS CO.,LTD
Add. No. 3, Fuging First Road, Yongxing Industrial District, Henglan Town,
Zhongshan City, Guangdong Province, 528478, P.R. China.

Tel.. 0086 760-88926028-801

Fax: 0086 760-88926018 ScanQRICodsjion

Website: http.//www.wetechleds.com
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